


CPCS ..................................................... 208

CPSS ..................................................... 209

CPT ....................................................... 209

DB  ..........................................................210

DCLPL ....................................................211

DCLPR ....................................................211

KBC ........................................................212

KBC-CS ..................................................212

SDBC ..................................................... 204

SDBCR................................................... 205

SDBC-SS ............................................... 204

TBC-SS ................................................. 206

TBC-SSC ............................................... 207

WORM GEAR CLAMPS

Features and Advantages ............................................196

WGC-CS .................................................197

WGC-CSHD .............................................199

WGC-MCS ............................................. 201

WGC-MSS ............................................. 201

WGC-CT ......................................... 202-203

WGC-SS .................................................198

WGC-SSHD ............................................ 200

Index

KKCACA0124

Because we continually examine ways to improve our products, we reserve the right to alter specifications or discontinue products without prior notice.

195kuriyama.com



Features and Advantages

Arched slots for added 
strength and smoother 
screw engagement.

Quadra-lock housing-saddle 
stops risk of seam separation. 
Eliminates “lift & twist.”

Standard Duty – 1/2" band width
Heavy Duty – 9/16" band width

•  Quadra-Lock Housing – Four-piece, quadra-lock 
housing design: added saddle eliminates risk of seam 
separation, virtually eliminating housing “lift and 
twist”. 

•  Evenly Distributed Radial Pressure – Quality 
controlled to military standard specifications for even 
distribution of sealing pressure.  Eliminates leakage 
caused by uneven housings and provides higher 
sealing pressure with lower applied torque.

•  Arched, Perforated Slots – Provides for more overall 
steel between perforations for added band strength 
and allows for smoother engagement.

•  Stainless Steel Band – 300 series stainless steel 
band provides durability and superior corrosion 
resistance.

•  Heavy Duty Stainless Steel Band (WGC-CSHD and 
WGC-SSHD only) – 300 Series stainless steel band 
provides durability and superior corrosion resistance. 
Wider than standard clamps for greater strength.

•  Hex Screw  - Sharply defined hex angles for better 
gripping power. More threads per screw results in 
increased torque strength.

•  Meets Industry Standards – Clamps are SAE J1508 
Type F and RoHS compliant.

•  Torque Rating – Suggested installation torque of:  
– 25-37 inch pounds (WGC-CS and WGC-CSHD) 
– 30-45 inch pounds (WGC-SS and WGC-SSHD)

Even Sealing Pressure – Quality controlled 
to comply with military standards.

Others
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GENERAL APPLICATIONS 
• Automotive

• Industrial

• General purpose

CONSTRUCTION 
Four-piece construction consisting of a 1/2" wide, 300 series stainless 
steel band; plated carbon steel hex screw with 5/16" head and two-piece, 
300 series stainless steel housing.

Part Number
Size Range 

(in)
Band Width

(in)
Torque Rating 

(in/lbs)
Weight Per Box

(lbs)
Pieces  

per Box*

WGC-CS06 7/16 - 25/32 1/2 25-37 0.60 10

WGC-CS08 1/2 - 29/32 1/2 25-37 0.60 10

WGC-CS10 9/16 - 1 1/16 1/2 25-37 0.60 10

WGC-CS12 11/16 - 1 1/4 1/2 25-37 0.60 10

WGC-CS16 13/16 - 1 1/2 1/2 25-37 0.70 10

WGC-CS20 13/16 - 1 3/4 1/2 25-37 0.70 10

WGC-CS24 1 1/16 - 2 1/2 25-37 0.80 10

WGC-CS28 1 5/16 - 2 1/4 1/2 25-37 0.80 10

WGC-CS32 1 9/16 - 2 1/2 1/2 25-37 0.80 10

WGC-CS36 1 13/16 - 2 3/4 1/2 25-37 0.90 10

WGC-CS40 2 1/16 - 3 1/2 25-37 0.90 10

WGC-CS44 2 5/16 - 3 1/4 1/2 25-37 0.90 10

WGC-CS48 2 9/16 - 3 1/2 1/2 25-37 1.00 10

WGC-CS52 2 13/16 - 3 3/4 1/2 25-37 1.10 10

WGC-CS56 3 1/16 - 4 1/2 25-37 1.10 10

WGC-CS60 3 5/16 - 4 1/4 1/2 25-37 1.20 10

WGC-CS64 3 9/16 - 4 1/2 1/2 25-37 1.20 10

WGC-CS72 1 7/8 - 5 1/2 25-37 1.30 10

WGC-CS80 2 1/2 - 5 1/2 1/2 25-37 1.40 10

WGC-CS88 3 1/8 - 6 1/2 25-37 1.40 10

WGC-CS96 3 5/8 - 6 1/2 1/2 25-37 1.50 10

WGC-CS104 4 1/8 - 7 1/2 25-37 1.50 10

* Clamps only sold in box quantities

WGC-CS Series (Stainless Steel & 
Plated Carbon Steel) 
Standard Duty Worm Gear Clamp

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/WGC-CS
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WGC-SS Series (Stainless Steel) 
Standard Duty Worm Gear Clamp

GENERAL APPLICATIONS 
• Automotive

• Industrial

• General purpose

CONSTRUCTION
Four-piece construction consisting of a 1/2" wide, 300 series stainless 
steel band; stainless steel hex screw with 5/16" head and two-piece, 300 
series stainless steel housing.

Part Number
Size Range 

(in)
Band Width

(in)
Torque Rating 

(in/lbs)
Weight Per Box

(lbs)
Pieces  

per Box*

WGC-SS06 7/16 - 25/32 1/2 30-45 0.60 10

WGC-SS08 1/2 - 29/32 1/2 30-45 0.60 10

WGC-SS10 9/16 - 1 1/16 1/2 30-45 0.60 10

WGC-SS12 11/16 - 1 1/4 1/2 30-45 0.60 10

WGC-SS16 13/16 - 1 1/2 1/2 30-45 0.70 10

WGC-SS20 13/16 - 1 3/4 1/2 30-45 0.70 10

WGC-SS24 1 1/16 - 2 1/2 30-45 0.80 10

WGC-SS28 1 5/16 - 2 1/4 1/2 30-45 0.80 10

WGC-SS32 1 9/16 - 2 1/2 1/2 30-45 0.80 10

WGC-SS36 1 13/16 - 2 3/4 1/2 30-45 0.90 10

WGC-SS40 2 1/16 - 3 1/2 30-45 0.90 10

WGC-SS44 2 5/16 - 3 1/4 1/2 30-45 0.90 10

WGC-SS48 2 9/16 - 3 1/2 1/2 30-45 1.00 10

WGC-SS52 2 13/16 - 3 3/4 1/2 30-45 1.10 10

WGC-SS56 3 1/16 - 4 1/2 30-45 1.10 10

WGC-SS60 3 5/16 - 4 1/4 1/2 30-45 1.20 10

WGC-SS64 3 9/16 - 4 1/2 1/2 30-45 1.20 10

WGC-SS72 1 7/8 - 5 1/2 30-45 1.30 10

WGC-SS80 2 1/2 - 5 1/2 1/2 30-45 1.40 10

WGC-SS88 3 1/8 - 6 1/2 30-45 1.40 10

WGC-SS96 3 5/8 - 6 1/2 1/2 30-45 1.50 10

WGC-SS104 4 1/8 - 7 1/2 30-45 1.50 10

* Clamps only sold in box quantities

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/WGC-SS
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GENERAL APPLICATIONS 
• Automotive

• Industrial

CONSTRUCTION 
Four-piece construction consisting of a 9/16" wide, 300 series 
stainless steel band; plated carbon steel hex screw with 5/16" head 
and two-piece, 300 series stainless steel housing.

Part Number
Size Range 

(in)
Band Width

(in)
Torque Rating 

(in/lbs)
Weight Per Box

(lbs)
Pieces  

per Box*

WGC-CSHD06 7/16 - 25/32 9/16 25-37 0.60 10

WGC-CSHD08 1/2 - 29/32 9/16 25-37 0.60 10

WGC-CSHD10 9/16 - 1 1/16 9/16 25-37 0.60 10

WGC-CSHD12 11/16 - 1 1/4 9/16 25-37 0.60 10

WGC-CSHD16 13/16 - 1 1/2 9/16 25-37 0.70 10

WGC-CSHD20 13/16 - 1 3/4 9/16 25-37 0.70 10

WGC-CSHD24 1 1/16 - 2 9/16 25-37 0.80 10

WGC-CSHD28 1 5/16 - 2 1/4 9/16 25-37 0.80 10

WGC-CSHD32 1 9/16 - 2 1/2 9/16 25-37 0.80 10

WGC-CSHD36 1 13/16 - 2 3/4 9/16 25-37 0.90 10

WGC-CSHD40 2 1/16 - 3 9/16 25-37 0.90 10

WGC-CSHD44 2 5/16 - 3 1/4 9/16 25-37 0.90 10

WGC-CSHD48 2 9/16 - 3 1/2 9/16 25-37 1.00 10

WGC-CSHD52 2 13/16 - 3 3/4 9/16 25-37 1.10 10

WGC-CSHD56 3 1/16 - 4 9/16 25-37 1.10 10

WGC-CSHD60 3 5/16 - 4 1/4 9/16 25-37 1.20 10

WGC-CSHD64 3 9/16 - 4 1/2 9/16 25-37 1.20 10

WGC-CSHD72 1 7/8 - 5 9/16 25-37 1.30 10

WGC-CSHD80 2 1/2 - 5 1/2 9/16 25-37 1.40 10

WGC-CSHD88 3 1/8 - 6 9/16 25-37 1.40 10

WGC-CSHD96 3 5/8 - 6 1/2 9/16 25-37 1.50 10

WGC-CSHD104 4 1/8 - 7 9/16 25-37 1.50 10

WGC-CSHD128 5 5/8 - 8 1/2 9/16 25-37 1.60 10

WGC-CSHD152 7 1/8 - 10 9/16 25-37 1.70 10

WGC-CSHD188 9 3/8 - 12 1/4 9/16 25-37 1.90 10

* Clamps only sold in box quantities

WGC-CSHD Series (Stainless Steel & 
Plated Carbon Steel) 
Heavy Duty Worm Gear Clamp

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/ 

WGC-CSHD
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WGC-SSHD Series (Stainless Steel) 
Heavy Duty Worm Gear Clamp

GENERAL APPLICATIONS 
• Automotive

• Industrial

CONSTRUCTION
Four-piece construction consisting of a 9/16" wide, 300 series stainless 
steel band; stainless steel hex screw with 5/16" head and two-piece, 300 
series stainless steel housing.

Part Number
Size Range 

(in)
Band Width

(in)
Torque Rating 

(in/lbs)
Weight Per Box

(lbs)
Pieces  

per Box*

WGC-SSHD06 7/16 - 25/32 9/16 30-45 0.60 10

WGC-SSHD08 1/2 - 29/32 9/16 30-45 0.60 10

WGC-SSHD10 9/16 - 1 1/16 9/16 30-45 0.60 10

WGC-SSHD12 11/16 - 1 1/4 9/16 30-45 0.60 10

WGC-SSHD16 13/16 - 1 1/2 9/16 30-45 0.70 10

WGC-SSHD20 13/16 - 1 3/4 9/16 30-45 0.70 10

WGC-SSHD24 1 1/16 - 2 9/16 30-45 0.80 10

WGC-SSHD28 1 5/16 - 2 1/4 9/16 30-45 0.80 10

WGC-SSHD32 1 9/16 - 2 1/2 9/16 30-45 0.80 10

WGC-SSHD36 1 13/16 - 2 3/4 9/16 30-45 0.90 10

WGC-SSHD40 2 1/16 - 3 9/16 30-45 0.90 10

WGC-SSHD44 2 5/16 - 3 1/4 9/16 30-45 0.90 10

WGC-SSHD48 2 9/16 - 3 1/2 9/16 30-45 1.00 10

WGC-SSHD52 2 13/16 - 3 3/4 9/16 30-45 1.10 10

WGC-SSHD56 3 1/16 - 4 9/16 30-45 1.10 10

WGC-SSHD60 3 5/16 - 4 1/4 9/16 30-45 1.20 10

WGC-SSHD64 3 9/16 - 4 1/2 9/16 30-45 1.20 10

WGC-SSHD72 1 7/8 - 5 9/16 30-45 1.30 10

WGC-SSHD80 2 1/2 - 5 1/2 9/16 30-45 1.40 10

WGC-SSHD88 3 1/8 - 6 9/16 30-45 1.40 10

WGC-SSHD96 3 5/8 - 6 1/2 9/16 30-45 1.50 10

WGC-SSHD104 4 1/8 - 7 9/16 30-45 1.50 10

WGC-SSHD128 5 5/8 - 8 1/2 9/16 30-45 1.60 10

WGC-SSHD152 7 1/8 - 10 9/16 30-45 1.70 10

WGC-SSHD188 9 3/8 - 12 1/4 9/16 30-45 1.90 10

* Clamps only sold in box quantities

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/ 

WGC-SSHD
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Arched slots for 
added strength and 
smoother screw 
engagement.

5/16" band width

FEATURES AND ADVANTAGES
•  Three-piece Design – Streamlined, lightweight, 

three-piece design perfect for tight installations.

•  Arched, Perforated Slots – Provides for more overall 
steel between perforations for added band strength 
and allows for smoother engagement.

•  Stainless Steel Band – 300 series stainless steel 
band provides durability and superior corrosion 
resistance.

•  Hex Screw - Sharply defined hex angles for better 
gripping power. More threads per screw results in 
increased torque strength.

•  Meets Industry Standards – Clamps are SAE J1508 
Type M and RoHS compliant.

•  Torque Rating – Suggested installation torque of 10-
15 inch pounds.

Part Number
Size Range 

(in)
Band Width

(in)
Torque Rating 

(in/lbs)
Weight Per Box

(lbs)
Pieces per Box*

WGC-MCS04 7/32 - 5/8 5/16 10-15 0.20 10

WGC-MCS06 7/16 - 25/32 5/16 10-15 0.20 10

WGC-MCS08 1/2 - 29/32 5/16 10-15 0.20 10

WGC-MCS10 9/16 - 1 1/16 5/16 10-15 0.20 10

WGC-MCS12 11/16 - 1 1/4 5/16 10-15 0.30 10

WGC-MSS04 7/32 - 5/8 5/16 10-15 0.20 10

WGC-MSS06 7/16 - 25/32 5/16 10-15 0.20 10

WGC-MSS08 1/2 - 29/32 5/16 10-15 0.20 10

WGC-MSS10 9/16 - 1 1/16 5/16 10-15 0.20 10

WGC-MSS12 11/16 - 1 1/4 5/16 10-15 0.30 10

* Clamps only sold in box quantities

GENERAL APPLICATIONS 
• Small diameter applications

• Air & fuel lines

CONSTRUCTION (WGC-MCS) 
Three-piece construction consisting of a 5/16" wide, 300 series stainless 
steel band; plated carbon steel hex screw with 1/4" head and one-piece, 
300 series stainless steel housing.

CONSTRUCTION (WGC-MSS) 
Three-piece construction consisting of a 5/16" wide, 300 series stainless 
steel band; 300 series stainless steel hex screw with 1/4" head and one-
piece, 300 series stainless steel housing.

WGC-MCS Series (Stainless Steel & 
Plated Carbon Steel) 
Mini Worm Gear Clamp

WGC-MSS Series (Stainless Steel) 
Mini Worm Gear Clamp

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/WGC-MxS
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WGC-CT Series (Stainless Steel & 
Plated Carbon Steel) 
“Constant Tension” Worm Gear Clamp

FEATURES AND ADVANTAGES
•  “Constant Tension” Performance – Belleville spring 

mechanism permits the clamps to automatically 
increase or decrease diameter due to operational or 
environmental temperature changes.

•  Extended Inner Liner – Protects silicone and other 
soft hoses from damage, extrusion or shear.  

•  Quadra-Lock Housing – Four-piece, quadra-lock 
housing design: added saddle eliminates risk of seam 
separation, virtually eliminating housing “lift and twist”. 

•  Evenly Distributed Radial Pressure – Quality 
controlled to military standard specifications for even 
distribution of sealing pressure. Eliminates leakage 
caused by uneven housings and provides higher 
sealing pressure with lower applied torque.

•  Heavy Duty Stainless Steel Band – 300 Series 
stainless steel band provides durability and superior 
corrosion resistance. Wider than standard clamps for 
greater strength.

•  Arched, Perforated Slots – Provides for more overall 
steel between perforations for added band strength 
and allows for smoother engagement.

•  Hex Screw - Sharply defined hex angles for better 
gripping power. More threads per screw for increased 
torque strength.

•  Meets Industry Standards – Clamps are SAE J1508 
Type SLDH and RoHS compliant.

•  Torque Rating – Suggested installation torque  
of 90 inch pounds.

GENERAL APPLICATIONS 
•  Air intake and coolant connections
• Systems where clamps cannot be retightened
• Systems with expansion or contraction

CONSTRUCTION 
5/8" wide, 300 series stainless steel band; plated carbon steel hex screw 
with 3/8" head; two-piece, 300 series stainless steel housing and ten 
Bellville spring washers.VIEW ONLINE

  SCAN FOR INFO
or visit

KOA.link/WGC-CT
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WGC-CT Series (Stainless Steel & 
Plated Carbon Steel) 
“Constant Tension” Worm Gear Clamp

Constant-tension, heavy duty 
spring construction controls 
automatic clamp adjustment.

5/8" band width
(heavy duty)

“Torque check”-clamp installed 
correctly when screw tip “A” extends 
beyond the housing and washers 
are flat. Use of torque wrench 
recommended.

A

Even Sealing Pressure – 
Quality controlled to comply 
with military standards.

Others

Part Number
Size Range 

(in)
Band Width

(in)
Torque Rating 

(in/lbs)
Weight Per Box

(lbs)
Pieces per Box*

WGC-CT175 1 - 1 3/4 9/16 90 1.90 10

WGC-CT200 1 1/4 - 2 1/8 9/16 90 2.00 10

WGC-CT250 1 3/4 - 2 5/8 9/16 90 2.10 10

WGC-CT300 2 - 3 1/8 9/16 90 2.30 10

WGC-CT350 2 3/4 - 3 5/8 9/16 90 2.40 10

WGC-CT400 3 1/4 - 4 1/8 9/16 90 2.40 10

WGC-CT450 3 3/4 - 4 5/8 9/16 90 2.70 10

WGC-CT500 4 1/4 - 5 1/8 9/16 90 2.80 10

WGC-CT550 4 3/4 - 5 5/8 9/16 90 2.80 10

WGC-CT600 5 1/4 - 6 1/8 9/16 90 2.80 10

WGC-CT650 5 3/4 - 6 5/8 9/16 90 2.80 10

WGC-CT700 6 1/4 - 7 1/8 9/16 90 3.00 10

WGC-CT750 6 3/4 - 7 5/8 9/16 90 3.00 10

WGC-CT800 7 1/4 - 8 1/8 9/16 90 3.00 10

WGC-CT850 7 3/4 - 8 5/8 9/16 90 3.00 10

WGC-CT900 8 1/4 - 9 1/8 9/16 90 3.00 10

* Clamps only sold in box quantities

KKCACA0124

Because we continually examine ways to improve our products, we reserve the right to alter specifications or discontinue products without prior notice.

203kuriyama.com

“Constant Tension” Worm Gear Clamps



Part Number
Size  
(in)

Maximum Torque  
(ft lbs)

Weight Each  
(lbs)

Standard Carton

SDBC-1.5 1 1/2 6 0.18 100
SDBC-2 2 6 0.36 100
SDBC-2.25 2 1/4 6 0.40 100
SDBC-2.5 2 1/2 8 0.48 100
SDBC-3 3 8 0.66 70
SDBC-3.5 3 1/2 8 0.70 70
SDBC-4 4 24 1.02 40
SDBC-5 5 24 1.76 30
SDBC-6 6 30 2.00 20
SDBC-8 8 30 2.76 10
SDBC-10 10 30 3.46 10
SDBC-12 12 30 4.14 10

SDBC-SS-1.5 1 1/2 6 0.20 100
SDBC-SS-2 2 6 0.40 100
SDBC-SS-2.5 2 1/2 6 0.55 100
SDBC-SS-3 3 8 0.73 70
SDBC-SS-3.5 3 1/2 8 0.94 100
SDBC-SS-4 4 24 1.12 40
SDBC-SS-5 5 24 1.94 30
SDBC-SS-6 6 30 2.20 20
SDBC-SS-8 8 30 3.04 10
SDBC-SS-10 10 30 3.81 10
SDBC-SS-12 12 30 4.55 10

SDBC Series (Zinc Plated Carbon Steel)
Counterclockwise Spiral Double Bolt Clamp

SDBC-SS Series (304 Stainless Steel)
Counterclockwise Spiral Double Bolt ClampSDBC

SDBC-SS

FEATURES AND ADVANTAGES
•  Designed for use with hoses that have a convoluted cover or helix.   

•  Spiral design allows for premium sealing between the convolutions or 
helix.

•  Hex nut for easy installation and cap nut to prevent injury from sharp 
bolt edges. 

•  SDBC and SDBC-SS series have a counterclockwise left hand spiral 
design.  

MATERIAL SPECIFICATIONS
•  304 stainless steel spiral rod, saddle, washer, hex nut, cap nut.

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/SDBC
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Part Number
Size  
(in)

Maximum Torque  
(ft lbs)

Weight Each  
(lbs)

Standard Carton

SDBCR-1.5 1 1/2 6 0.25 100

SDBCR-2 2 6 0.36 100

SDBCR-3 3 8 0.66 70

SDBCR-4 4 24 1.02 40

SDBCR-5 5 24 1.76 30

SDBCR-6 6 30 2.00 20

SDBCR-8 8 30 2.76 10

SDBCR-10 10 30 3.45 10

SDBCR-12 12 30 4.10 10

SDBCR Series (Zinc Plated Carbon Steel)
Clockwise Spiral Double Bolt Clamp  

FEATURES AND ADVANTAGES
•  Designed for use with hoses that have a convoluted cover or helix.   

•  Spiral design allows for premium sealing between the convolutions.

•  Hex nut for easy installation and cap nut to prevent injury from sharp 
bolt edges. 

•  SDBCR series has a clockwise right hand spiral design.  

MATERIAL SPECIFICATIONS
•  304 stainless steel spiral rod, saddle, washer, hex nut, cap nut.

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/SDBCR
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Part Number
Size Range  

(in)
Band Width  

(in)
Maximum Torque  

(ft lbs)
Weight Each  

(lbs)
Standard Carton

TBC-SS019 21/32 - 3/4 23/32 6 0.064 500
TBC-SS022 25/32 - 7/8 23/32 6 0.066 500
TBC-SS025 29/32 - 1 23/32 6 0.068 500
TBC-SS028 1 1/32 - 1 3/32 23/32 6 0.068 500
TBC-SS031 1 5/32 - 1 7/32 25/32 7 0.115 500
TBC-SS035 1 1/4 - 1 3/8 25/32 7 0.115 500
TBC-SS039 1 3/8 - 1 9/16 25/32 7 0.117 500
TBC-SS043 1 5/8 - 1 13/16 25/32 7 0.121 500
TBC-SS047 1 3/4 - 1 15/16 7/8 10 0.198 200
TBC-SS051 1 7/8 - 2 1/16 7/8 10 0.209 200
TBC-SS055 2 1/8 - 2 5/16 7/8 10 0.216 200
TBC-SS059 2 1/4 - 2 7/16 7/8 10 0.221 200
TBC-SS063 2 3/8 - 2 9/16 7/8 10 0.227 200
TBC-SS067 2 17/32 - 2 13/16 7/8 10 0.232 200
TBC-SS073 2 21/32 - 2 15/16 15/16 17 0.331 100
TBC-SS079 2 29/32 - 3 3/16 15/16 17 0.353 100
TBC-SS085 3 1/32 - 3 5/16 15/16 17 0.353 100
TBC-SS091 3 9/32 - 3 9/16 15/16 17 0.364 100
TBC-SS097 3 17/32 - 3 13/16 15/16 17 0.397 100
TBC-SS103 3 25/32 - 4 1/16 15/16 17 0.397 100
TBC-SS112 4 1/32 - 4 5/16 15/16 17 0.419 100
TBC-SS121 4 17/32 - 4 13/16 15/16 17 0.430 100
TBC-SS130 4 25/32 - 5 1/16 15/16 17 0.441 100
TBC-SS139 5 9/32 - 5 9/16 1 1/32 29 0.644 60
TBC-SS148 5 17/32 - 5 13/16 1 1/32 29 0.679 60
TBC-SS161 5 7/8 - 6 11/32 1 1/32 29 0.703 80
TBC-SS174 6 17/32 - 6 13/16 1 1/32 29 0.723 80
TBC-SS187 6 7/8 - 7 3/8 1 1/32 29 0.750 60
TBC-SS200 7 13/32 - 7 7/8 1 1/32 29 0.787 60
TBC-SS213 7 29/32 - 8 3/8 1 1/32 29 0.809 60
TBC-SS226 8 21/32 - 8 15/16 1 1/32 29 0.844 60
TBC-SS239 8 15/16 - 9 13/32 1 1/32 29 0.882 60
TBC-SS252 9 7/16 - 9 29/32 1 1/32 29 0.919 60

TBC-SS Series 
Heavy Duty T-Bolt Clamp  

FEATURES AND ADVANTAGES
•  T-Bolt design provides extra strength and creates a 360˚ seal to prevent 

leaks.

•  Folded turn edge design of the band prevents damage to hoses or 
tubes.     

• Hex nut provides easy installation.

MATERIAL SPECIFICATIONS
•  304 stainless steel band, bolt, and nut.

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/TBC-SS

KKCACA0124kuriyama.com206

Because we continually examine ways to improve our products, we reserve the right to alter specifications or discontinue products without prior notice.

T-Bolt Clamps



Part Number
Size Range  

(in)
Band Width  

(in)
Maximum Torque  

(ft lbs)
Weight Each  

(lbs)
Standard Carton

TBC-SSC019 21/32 - 3/4 23/32 6 0.064 500
TBC-SSC022 25/32 - 7/8 23/32 6 0.066 500
TBC-SSC025 29/32 - 1 23/32 6 0.068 500
TBC-SSC028 1 1/32 - 1 3/32 23/32 6 0.068 500
TBC-SSC031 1 5/32 - 1 15/32 25/32 7 0.115 500
TBC-SSC035 1 1/4 - 1 3/8 25/32 7 0.115 500
TBC-SSC039 1 3/8 - 1 9/16 25/32 7 0.117 500
TBC-SSC043 1 5/8 - 1 13/16 25/32 7 0.121 500
TBC-SSC047 1 3/4 - 1 15/16 7/8 10 0.198 200
TBC-SSC051 1 7/8 - 2 1/16 7/8 10 0.209 200
TBC-SSC055 2 1/8 - 2 5/16 7/8 10 0.216 200
TBC-SSC059 2 1/4 - 2 7/16 7/8 10 0.221 200
TBC-SSC063 2 3/8 - 2 9/16 7/8 10 0.227 200
TBC-SSC067 2 17/32 - 2 13/16 7/8 10 0.232 200
TBC-SSC073 2 21/32 - 2 15/16 15/16 17 0.331 100
TBC-SSC079 2 29/32 - 3 3/16 15/16 17 0.353 100
TBC-SSC085 3 1/32 - 3 5/16 15/16 17 0.353 100
TBC-SSC091 3 9/32 - 3 9/16 15/16 17 0.364 100
TBC-SSC097 3 17/32 - 3 13/16 15/16 17 0.397 100
TBC-SSC103 3 25/32 - 4 1/16 15/16 17 0.397 100
TBC-SSC112 4 1/32 - 4 5/16 15/16 17 0.419 100
TBC-SSC121 4 17/32 - 4 13/16 15/16 17 0.430 100
TBC-SSC130 4 25/32 - 5 1/16 15/16 17 0.441 100
TBC-SSC139 5 9/32 - 5 9/16 1 1/32 29 0.644 60
TBC-SSC148 5 17/32 - 5 13/16 1 1/32 29 0.679 60
TBC-SSC161 5 7/8 - 6 11/32 1 1/32 29 0.703 80
TBC-SSC174 6 17/32 - 6 13/16 1 1/32 29 0.723 80
TBC-SSC187 6 7/8 - 7 3/8 1 1/32 29 0.750 60
TBC-SSC200 7 13/32 - 7 7/8 1 1/32 29 0.787 60
TBC-SSC213 7 29/32 - 8 3/8 1 1/32 29 0.809 60
TBC-SSC226 8 21/32 - 8 15/16 1 1/32 29 0.844 60
TBC-SSC239 8 15/16 - 9 13/32 1 1/32 29 0.882 60
TBC-SSC252 9 7/16 - 9 29/32 1 1/32 29 0.919 60

TBC-SSC Series 
Heavy Duty T-Bolt Clamp  

FEATURES AND ADVANTAGES
•  T-Bolt design provides extra strength and creates a 360˚ seal to prevent 

leaks.

•  Folded turn edge design of the band prevents damage to hoses or 
tubes.     

• Hex nut provides easy installation.

MATERIAL SPECIFICATIONS
•  304 stainless steel band.

• Carbon steel plated bolt and nut.

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/TBC-SSC
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Part Number
Clamp ID Size  

(in)
Pieces Per  

Box
Band Width (in) Thickness

Weight Carton  
(lbs)

Standard  
Carton

CPCS05 1 1/4 100 5/8 0.025 8.70 1

CPCS06 1 1/2 100 5/8 0.025 9.70 1

CPCS08 2 100 5/8 0.025 11.50 1

CPCS10 2 1/2 50 5/8 0.025 6.80 1

CPCS11 2 3/4 50 5/8 0.025 7.30 1

CPCS12 3 50 5/8 0.025 7.70 1

CPCS14 3 1/2 50 5/8 0.025 8.70 1

CPCS16 4 25 5/8 0.025 4.90 1

CPCS18 4 1/2 25 5/8 0.025 5.50 1

CPCS20 5 25 5/8 0.025 5.90 1

CPCS24 6 25 5/8 0.025 6.80 1

CPCS28 7 25 5/8 0.025 7.40 1

CPCS32 8 25 5/8 0.025 8.20 1

*Clamps are sold in box quantities only.

CPCS Series (Galvanized Carbon Steel)
Center Punch Clamp

FEATURES AND ADVANTAGES
• Double wrapped for secure holding ability.

•  A bolt free design provides for a professional low profile hose assembly.

•  Compatible with most pneumatic or hand operated tools.   

• Clamps are sold only by the box.

MATERIAL SPECIFICATIONS
• Galvanized carbon steel.

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/Center-
Punch-Clamps
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Part Number
Clamp ID Size  

(in)
Pieces Per  

Box
Band Width (in) Thickness

Weight Carton  
(lbs)

Standard  
Carton

CPSS05 1 1/4  100 5/8  0.025 8.70 1

CPSS06 1 1/2  100 5/8  0.025 9.70 1

CPSS08 2  100 5/8  0.025 11.50 1

CPSS10 2 1/2  50 5/8  0.025 6.80 1

CPSS11 2 3/4  50 5/8  0.025 7.30 1

CPSS12 3  50 5/8  0.025 7.70 1

CPSS14 3 1/2  50 5/8  0.025 8.70 1

CPSS16 4  25 5/8  0.025 4.90 1

CPSS18 4 1/2  25 5/8  0.025 5.50 1

CPSS20 5  25 5/8  0.025 5.90 1

CPSS24 6  25 5/8  0.025 6.80 1

CPSS28 7  25 5/8  0.025 7.40 1

CPSS32 8  25 5/8  0.025 8.20 1

*Clamps are sold in box quantities only.

Part Number
Weight Each 

(lbs)
Standard 
Carton

CPT300 3.00 1

CPSS Series (201 Stainless Steel)
Center Punch Clamp

CPT Series 
Center Punch Clamp Tool

FEATURES AND ADVANTAGES
• Double wrapped for secure holding ability.

•  A bolt free design provides for a professional low profile hose assembly.

•  Compatible with most pneumatic or hand operated tools.   

• Clamps are sold only by the box.

MATERIAL SPECIFICATIONS
•  201 stainless steel offers superior strength combined with good 

corrosion resistance to mild chemicals.

FEATURES AND ADVANTAGES
•  Designed to install and 

tighten center punch 
clamps around hoses.

•  Racket action tensioning 
for ease of assembly.

•  Durable heavy-duty carbon 
steel design.

•  Portable for use in many 
different applications and 
locations. 

MATERIAL SPECIFICATIONS

• Meets ASTM A366 for cold rolled carbon steel.

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/Center-
Punch-Clamps
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Part Number
Size  

Range (in)
Maximum Torque  

(ft lbs)
Weight Each  

(lbs)
Standard Carton

DB29  7/8 - 1 9/64 20 0.29 200

DB34  1 5/32 - 1 11/32 20 0.31 200

DB40  1 5/16 - 1 19/32 20 0.43 100

DB49  1 5/8 - 1 15/16 20 0.56 100

DB60  1 7/8 - 2 3/8 20 0.64 60

DB76  2 3/8 - 3 1/64 40 0.73 60

DB94  3 1/32 - 3 11/16 40 1.30 40

DB115  3 3/4 - 4 1/2 40 1.68 20

DB400  3 1/2 - 4 40 1.54 30

DB431  3 25/32 - 4 1/16 40 2.13 30

DB463  4 1/16 - 4 7/16 40 1.79 30

DB525  4 3/16 - 5 60 2.14 20

DB550 5 - 5 1/2 60 2.27 20

DB600 5 1/2 - 6 1/16 60 2.65 20

DB639 5 11/16 - 5 15/16 60 2.80 20

DB675 6 1/8 - 6 7/8 60 2.98 20

DB769 6 15/16 - 7 5/8 60 3.81 10

DB818 7 11/16 - 8 3/16 125 5.11 10

DB875 8 1/4 - 8 7/8 125 5.64 10

DB988 8 15/16 - 9 7/8 125 6.15 10

DB1125 9 15/16 - 11 3/8 125 9.48 4

DB1275 11 3/16 - 12 1/2 125 9.61 4

DB1360 12 3/16 - 14 200 15.43 3

DB1450 13 3/16 - 15 200 16.74 3

DB1700 15 1/16 - 17 1/2 260 22.13 1

DB Series (Zinc Plated Ductile Iron)
Double Bolt Clamp

FEATURES AND ADVANTAGES
•  Design provides for an efficient means of securing couplings and fittings 

to hoses.

•  Double tongue saddles provided to fill the gap between the bolt lugs 
preventing pinching of the outside of the hose.

•  Fully tightened, the clamps secure the full circumference of the hose.
VIEW ONLINE

  SCAN FOR INFO
or visit

KOA.link/DB
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Part Number
Size  
(in)

Size  
Range (in)

Weight Each  
(lbs)

Standard Carton

DCLPL250 2 1/2 2 3/8 - 2 3/4 0.086 200

DCLPL300 3 2 7/8 - 3 3/8 0.093 200

DCLPL400 4 3 1/2 - 4 1/2 0.130 200

DCLPL500 5 4 3/8 - 5 1/4 0.143 200

DCLPL600 6 5 1/4 - 6 1/4 0.167 200

DCLPL700 7 6 1/4 - 7 1/4 0.175 200

DCLPL800 8 7 3/8 - 8 3/8 0.207 100

DCLPL1000 10 9 1/4 - 10 1/4 0.242 100

DCLPL1200 12 11 1/4 - 12 1/4 0.284 100

Part Number
Size  
(in)

Size  
Range (in)

Weight Each  
(lbs)

Standard Carton

DCLPR250 2 1/2 2 3/8 - 2 3/4 0.086 200

DCLPR300 3 2 7/8 - 3 3/8 0.093 200

DCLPR400 4 3 1/2 - 4 1/2 0.130 200

DCLPR500 5 4 3/8 - 5 1/4 0.143 200

DCLPR600 6 5 1/4 - 6 1/4 0.167 200

DCLPR700 7 6 1/4 - 7 1/4 0.175 200

DCLPR800 8 7 3/8 - 8 3/8 0.207 100

DCLPR1000 10 9 1/4 - 10 1/4 0.242 100

DCLPR1200 12 11 1/4 - 12 1/4 0.284 100

DCLPR Series 
Clockwise Spiral Stainless band

DCLPL Series 
Counterclockwise Spiral Stainless band

FEATURES AND ADVANTAGES
•  Unique design provides for a secure seal between the helices of the 

ducting.

•  Worm gear band allows for adjustment during installation.

MATERIAL SPECIFICATIONS
• 300 series stainless steel worm gear band.

• Zinc plated carbon steel spiral wire.

DCLPL

DCLPR

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/DCLP
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KBC Series (Stainless Steel)
King Bee™ Collar Clamp with 20' Rope

KBC-CS Series (Zinc Plated Carbon Steel)
King Bee™ Collar Clamp with 20' Rope

FEATURES AND ADVANTAGES
•  Used in combination with Kuriyama’s King Bee hose and rope.

•  Available in corrosion resistant stainless steel or zinc plated carbon 
steel.

Part Number
ID Size  

(in)
Material

Weight Carton  
(lbs)

Standard  
Carton

KBC300 3 Stainless Steel 0.67 1

KBC-CS300 3 Carbon Steel 0.67 1

Hose sold separately

VIEW ONLINE
  SCAN FOR INFO

or visit
KOA.link/KBC

See page 284 for King Bee 
Hose Cuffs 
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